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1. GENERAL INFORMATION

HEAMR

Item Contents Unit

T H R 2R vs
Eg}?;;’,}’e TFT-LCD /TRANSMISSIVE ]

e
%j%‘;ﬁb%sfjfe 7.0 inch
Numze];;m"ts 1200(RGB) * 1920 Dot
Outline dimensions N N s
SRR~ 111.06(W)* 166.08(H)*3.26(T) mm
‘Aj‘ggg‘ga 94.5(W)* 151.2 (H) mm?
Pixel pitch
(53 26.25(H)x 3x 78.75(V) um
Viewing drccton Al Ovclock
Backlight type :

;l%g j\lﬁ%;éﬂ Whlte LED -
LL%%]%E;;TIICC HX-8279-D01%*2 ]
In;ggii%p © MIPI interface -

I~
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L A= S S A ZE N £ 10% ,

X2 1F=20mA/LED, V=3. 0V"3. 3V/LED.
2. R Fh RGO AR 258 +0. 03.

3. = 38 2 18 0% LA L.

Product Specification

1

96O
® ® ®

.@in i1

WECEE 25 : 500mm
Measure distance:
WEAE:1, 9/
Angle:1° ,9 Points

TE AR A FHBM=7 €8 5 A3t
The Measurement instrument is:BMq
P53 VE=te /B R S PEAE%100%

Uniformity=min/max*100%

T

7= R

VetV R S

1. EFRAME VA9 2 TP 3 o B
VKN, BWTPRLEALE . KA
BT FRAME VA,

2. BEHIHLF AR, Bl
HLFEHARE ALCDELIZ0. 5MM MIN,

97 138 )

3. BEHUHLFA IR =, B
FREHLTP 1) 22 Bl S 3 T B B4 LENS
22 EI BT BT ELLCD AL ARX ik
0. 6MM MAX.

4. % P T AR A5 T 2R 10 B
b 2T A0, 3 MIN GERGA) o

HOARZEK:
D RN 7.07TFT
transmissive

2) M. ALL

3

111. 06

96. 55 (UP_POL)

166. 08
5. 18 (UP_POL)

(151. 2A8)

5

11545

3) siBE: 1200 X 1920

4) YR T B HX-8279-DO 142 A HET | ;
5) TAERE :—20° —— 70° 01 2022.11.22 | > .
TEAFIRE =300 ——— 80° 02 \
6) AR AZ:+0. 2mm 03 H
)M B R T2 554 ROHS 04
05
06

P % (] 2% T%4=56

VLED =22. 4V IDD=160MA
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TABLE LFPC
AP
[CNC
5 [VCC
G lovce
4 OND
5 RST
5 NC
7 GND
IPT 0N
5 MIPL 0P
0_CND
[ VIPI_IN
2 JIPLIP
3 OND
4 WIPL CRN
o MIPT_CKP
6 OND
7 WMIPT 2
g NIPL 2P
9 \D
50 MIPT 3N
51 MIPI 3P
P2 GND
P35S
EZVA
55 XD
PE NC/TF
o7 owMO
P8 NC/BIST
P9 NC
0 LN
B [ED-
Bo [ FD-
C
B4 VSN
BS VSN
& NC
P
P
B9 [P D+
2O )ES
TITLE: ASSEMBLY 70%H%?mzac§§é_%;ErégzéFWQm
PART WODULE
. YX70022D . 00
NO. NO. :
DRAN BY: DATE: PROJECTION: \Awmwxme%‘
CHECKED BY: DATE: SCALE:N.T.S 7rz_eu mn
APPROVED BY: DATE: SHEET: 1 OF 1

YN FHREA R A A

SHENZHEN YOUSEE TECHNOLOG CO. LTD

| 2

| 1

2. MODULEOUTLINEDRAWING

Page 5 of 21

‘ YX-RD-001-A

‘ Version: First Edition

P/N: YX70022D



( >§V Shenzhen Yousee Technology Co., Ltd Product Specification

3. INTERFACE DESCRIPTION £ X

Pin NO. uﬂn':‘ Description PinNO. | Pinname Description
1 MNC Mo connection 21 MIPI_3P MIFI Positive data signal (+)
2 IovWCC 22 GND Ground
Power supply for system OVCC=1.8V
3 lovee 23 NC Mo connection
4 GND Ground 24 NC Mo connection
5 RST Device reset signal 25 GND Ground
6 NC ho-connackian % NCITE Tearing effect output signal for NVM(OTP),Let it open when not
in use
4 GND Ground 27 PWMO PWM control signal for LED driver
) ; . Enables the Test Image Generation function, if not used, conne
8 MIPI_OM MIP| Negative data signal (-) 28 NCBIST |10 ey
9 MIPI_OP MIPI Positive data signal (+) 29 NC Mo connection
10 GMND Ground a0 GMND Ground
11 MIPI_TN MIPI Negative data signal (-) 31 LED-
LED cathode
12 MIPI_1P MiPI Positive data signal (+) 32 LED-
13 GMD Ground 13 NC Mo connection
14 MIPI_CKN MIPI Negative dock signal (=) M VSN
Analog supply negative voltage
15 MIFI_CKP MIFI Positive clock signal (+) 35 VSN
16 GND Ground a6 NC Mo connection
17 MIPI_2N MIP| Negative data signal (-) 37 VSP
Analog supply positive voltage
18 MIPI_2P MIPI Positive data signal (+) I8 VEP
19 GMD Ground 39 LED+
LED anode
20 MIPI_3N MIPI Negative data signal (-) 40 LED+

P/N: YX70022D Version: First Edition YX-RD-001-A Page 6 of 21
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Product Specification

4. ABSOLUTE MAXIMUM RATINGS

RS AC)
Parameter Symbol Min Max Unit
28 5 w/ME i KE LY DA
Supply voltage for logic
e I0vCC -0.3 +3.6 A%
WK /O
Input voltage for analog circuit
e VCC -0.3 +3.6 A%
i NS L T
Operating temperature
o e TOP -20 +70 °C
AR
Storage temperature
. TST -30 +80 °C
A fif i P2
Humidity RH 90%(60°C) RH
e i
5. ELECTRICAL CHARACTERISTICS
BB B SRR
Parameter Symbol Min Typ Max Unit
28 ikl /i SR EONI! FLAT
Analog operating voltage
. VCC 3.0 3.3 3.6 A%
PP L s
Logic operating voltage
o e I0vCC 1.65 1.8 33 \Y%
W HE
Analog operating voltage
g VGH / / / \Y%
FRADLHL
Analog operating voltage / / / v
AU FL VGL
Analog operating voltage
H= Ly A DD
B e Y / / / M
Analog operating voltage
i VCOM / / / v
P
P/N: YX70022D Version: First Edition YX-RD-001-A Page 7 of 21



app:ds:input
app:ds:voltage

( >§V Shenzhen Yousee Technology Co., Ltd
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6. BACKLIGHT CHARACTERISTICS

Bt
Item Symbol | Min Typ Max Unit Condition
§E| fi9 | wME| TEME | RKE | B A
For;ag%(}’gage VE | 21 | 224 | 256 |V (O H;:f;)??’
Number of LED Piece
LED 4 %k ] %0 D ]
Connection mode S/p Series and Parallel (7 & 8 Jf
EEREERY £
7. OPTICAL CHAYACTERISTICS
R
Item Symbol Condition Min Typ Max Unit | Remark | Note
i H liiel M BOME | AU | mOKME | R | R | R
Response time Tr+Tf - 25 - ms | FIGI | 1
M) 7 5 1]
Contrast ratio Cr ) 200 ) ] FIGD )
X EEEE 6=0°
Color gamut 0=0°
i SO0 | Ta=25°C e e
Luminance
uniformity SWHITE - 80 - % FIG2 3
BHE
Ox+ - 80 - deg | FIG3 4
Viewing  angle Ox. CR=10 ] 20 ] deg FIG3
;;nﬁg;ﬁ oy+ |Ta=25C | . 80 ; deg | FIG3
Oy- - 80 - deg | FIG3
LM righuness Lv 1800 | 2000 | - Cci/m FIG2 | 5
6=0°
CIE (X,Y) White(X) @=0° - TBD - -
Chromaticity . Ta=25°C FIG2 6
(EENERELY 7Y White(Y) - TBD - -

(8], TF 45 B o [ % A 7 B2 60 ) 75 220 B), L FIGL..

FIG1. The definition of Response time
M) S5 e} 1) 5 S

Notel.Response time is the time required for the display to transition from White to black(Rise
Time,Tr)and from black to white(Decay Time,Tf).For additional information see FIGI...
A& L0 B2 [A) 2 Te( B TR TR 55 TRCR Bl ED A9AN,  Tr 48 5o 78 60 17 % 9 Sl 1 60 1 T 575 220

P/N: YX70022D

Version: First Edition

YX-RD-001-A
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— T | - — T -

black

Note2.contrast Ratio(CR) is defined mathematically by the following formula ,For more
information see FIG2.

Contrast Ratio(CR)=Average Surface Luminance with all white pixels/ Average Surface
Luminance with all black pixels

ik 20 R LR A s AT . T FIG2.

Xof B =T o R N R TR (PL, P2,...... ) s B [ P R S (PL, P2,......)

FIG2. Measuring method for Contrast ratio,surface luminance,Luminance uniformity,CIE(X,Y)

chromaticity.

XL, RMEALE, WA, CIE ARFRINA 57k

H

5 Points diagram

9 Points diagram

Note3.The uniformity in surface luminance(WHITE) is determined by measuring luminance at
eath test position,and then dividing the maximum luminance of all white pixels by minimum
luminance of all white pixels,For more information seeFIG2.

WHITE=Minimum Surface Luminance with all white pixels(P1,P2,........ )/Maximum Surface
Luminance with all white pixels(P1,P2,........ )

FVE 3 ERAE R/ R A CE TR, WK P12 PO SR, RJE 9 AN RS EE R B /IME R DA R AH
P, FIG2..

WA = T N R RME (PL, P2, )/ A E T FRTSEER KM (P, P2,......)
Note4.Viewing angle is the angel at which contrast ratio is greater than a specific value.For TET
module,the specific value of contrast ratio is 10.For monochrome and color stn module,the specific
value of contrast ratio is2.The angles are determined for the horizontal or x axis and the vertical or
y axis with respect to the z axis which is normal to the LCD surface.For more information see
FIG3

FVE AR LR T4 T — MR E I M T AYE L, X TFT B, XS ECXMRREA A 10, XF R E B

P/N: YX70022D Version: First Edition YX-RD-001-A Page 9 of 21
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CSTN J, XfHCREERFEME N 2, P miEa (XD . 8 (Y 5D [z 8 (FEE5 LCD &) Z[8]H
FeffkE L, W FIG3..
FIG3 The definition of viewing angle # i 5& X

Normal

Ox = Oy = 0°

12 o'clock direction
Oy+ = 90°

CF
End Seal

Tx+ 0% =900

6 o'clock

Oy- = 90° IC Bonding Pad

FPC

Test Pad

Note5. Surface luminance is the LCD surface luminance with all white pixels,For more
information see FIG2.

LV=Average Surface Luminance with all white pixels(P1,P2,........ )

I SARM AR R R At E R, WM E, ¥ W FIG2.
Lv="P¥ IR AE (P1, P2,......)

Note6.CIE(X,Y )chromaticity is the Center point value.For more information see FIG2.
#VE 6. LB L s, I X, Y fE, TN FIG2..

Note7.For Viewing angle and response time testing,the testing date is base on Autronic-Melchers's
ConScope.Series instruments.For contrast ratio,Surface Luminance,Luminance uniformity and
CIE,the testing date is base on CS-2000(BM-7/CA310) photo detector.

&vE 7 A A A S ], R EYE LT Autronil Melchers's Conoscope R ZIMIAAX 28, xS LLE, R
FE, ¥5IEE CIE Abk%, INREURFET CS-2000(BM-7/CA310) 24 MR .

Note8.For TN type TFT transmissive module,Gray scale reverse occurs in the direction of panel
viewing angle

#iE 8. TN A TFT &i& =, (EMA T [ = R AE IR L S % o

P/N: YX70022D Version: First Edition YX-RD-001-A Page 10 of 21
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8. Recommended Operating Sequence

HE B/ TRIERRE

8.1 Power on/off sequence with 2- power

Input >0 b
VDDI —/ : \—
?wu,mse i&f ;
RESX L L
: -?R’;S PULSE :
e !
MIP! Lanes —d  LP11 S8 | MIPT Active |
Symbol Characteristics Min. | Typ. | Max. | Units
TVDDLRESE VDDI Rise time 20 = = us
Case A: VCI Rise time 200
Tvel rise — - - us
Case B: VCI Rise time 40
Tpg_REs VDDI/VCI on to Reset h1gh 9 = = ms
TRES_PULSE Reset low pUISG time 10 = = us
Trs cwp Reset to first command 10 - - ms

P/N: YX70022D Version: First Edition YX-RD-001-A Page 11 of 21
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8.2 Power on/off sequence with 3- power

|nput . +H-20 ;(;0-,
VDD —/ \
vsP / \ \
ﬁp_mse E Trs._res : :
TUE\N_FALL I I
RESX } |_|
!
Thes Fuse
! Trs_cvn
| >
MIP! Lanes —J LP-11 Status | MIPI Active |
Symbol Characteristics Min. | Typ. | Max. | Units
Tyvool rise VDDI Rise time 20 i 8 us
Tuse rise VSP Rise time 200 - . us
Tysn FauL VSN Fall time 200 - - us
Tes res VDDI/VSP on to Reset high 5 - - ms
Tres puise Reset low pulse time 10 - - us
Trs_ cmp Reset to first command 10 - - ms

NOTE: This section is only for reference,Details please refer to the IC specification.

FVE: ATNESE FRAE B1E S IC k1.

P/N: YX70022D Version: First Edition YX-RD-001-A Page 12 of 21
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Product Specification

9. RESET INPUT TIMING

LR P
Shorter than Sus
IRwW
RESK _/
IRT
o Initial condition
Display Status : Resettin i
Figure 126: Reset Timing
Table 47: Reset Timing

Signal Symbiol Parameter Min Max Unit

tREY Reset pulse duration 10 us
RESX b [note 1.5 ma

RT Resst cancel

gt 120 (note 157) ms
Notes:

1. The reset cancel also includes required time for loading ID bytes, VCOM sefting and other seftings from

EEPROM fo registers. This loading is done every time when there is H/W reset cancel time (tRT) within 5 ms
after a rising edge of RESX.

2. Spike due to an eiectrostatic discharge on RESX line does not cause irrequiar system resef according to the

Table 48.

Table 48: Reset Descript

RESX Pulse Action
Shorter than fus Resst Rejsched
Longer than 10us Reset

Betwesn fus and 10us Rieset stars

3. During the Resetting period, the display will be blanked (The display enters the blanking sequence, which

maximum time is 120 ms, when Reset Starts in the Sleep Out mode. The display remaing the blank state in the

Sleep In mode.) and then return to Default condition for Hardware Reset.

4. Spike Rejection can also be applied during a valid reset pulse, as shown below:
NOTE: This section is only for reference,Details please refer to the IC specification.

I ARSI DI

Z5) IC &

P/N: YX70022D

‘ Version: First Edition

‘ YX-RD-001-A
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10. Production process control 2 7= F2#% i & FE

WORKFLOW CHART

TAEREE

Flow Chart iesgsrisi;bglhty Related Files Form used Describe
MW E S &0 YDA FHIR ST R R P Eiiipa
Production design Prod <<Pro'duction Production Keep good record from
HE PR LRI HER Niot u'Ctl planning and control | ... raw material input to
ateria documents ) HEpr e A finished product output .
i gt:);ﬁ:‘ljzu 5 (A=l e Requisition When an exception
T B
Production arrangements R J¥) occurs,find out the
R %ﬂ}?%” (Standard form . reason; take action to
Production operation SRR . ’
department . . improve it and follow up
, e procedure ) First article the effect
. v H \ <o} \\E‘; T . . .
Flrst amde Production ifaﬁiﬁs%» inspection we carried out  strict
%r(f)bg;cgon department inspection report . | control on each working
l NC Ay ﬁll procedure) gﬁ:*ﬁéﬁﬂi = | procedure include IPQC
Quality - oI T T o v Checklist for check and finished goods
: : department fn -
First article e SED) process inspection .
< S . 1 1
aﬁss{;r%l;f Pr:duction (Corrective and 1nspect1(?n We handle
department or | Preventive control HIFEEAZ R nonconforming product
l Quality procedure ) Notices for according to
Production Process department (M IEFPIE IS | corrective and | nonconforming Product
He e —r ;};Q ;ﬁ;on AR | B preventive Control Procedure.
5% KVVAS VA B3 e >
v (Finished goods | 4y i /fpr it | ABHEHA B g
v uality Inspection & e o g P
Finished department i | procedure) i l—ﬂ]% %J\i%qj’ ﬁfﬂm@ﬁ}
goods Y Rework | sy | Cortificateol | ARIAS, RIERH
A BT Production {Nonconforming quality W, BRI, ek
Ak s
L (i?};artment o Produc(t1 Cor;)trol Gk e . SR, G WS
. FEHR Procedure Storage lists
Packaging CREHRHR | g Ao
Production ) IPQC 1A B e it 6 56 3k
v OK depz;rtment or (Reprocessing T TR A K i Tl
Quality ) ”
Final NGI Rework | department . ANTF—TF. A&k
inspection ——g JBI éEijB/p':ju <<1BIE".SIE7}¥£» I i -
%é@ﬁg@ ﬁﬁ ﬁlz H «Material handling */T\“L/\ BM ) @2 <<Z: = % afs]
lj;ou duction management ) EEHIFRT) b
v oK department or | (PPRHRIEE I
Put in storage storage %)
IN;3 A R
P/N: YX70022D Version: First Edition YX-RD-001-A Page 14 of 21
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11. INSPECTION SPECIFICATIONS

an TR IS bR
ARIH S E b Sl p 20
JF RVFN L
W .
D<0.10 BREATE
RAR BRI . 0.10<D<0.15 2 BT R
D=(L+W)y/2 S4iL: mm 0.15<D<0.2 5
M RIEEEFE>10mm
D>0.2 1
LE— 5 HA Pixel P 2
P , ‘
FER GO, N N
Z.Lrji‘nn- *HJ@Z l 2jiéi%lﬁ 1
Pixel . Bk
| 3PN AR o d
At 5 A 2 RS 1
Mura BEA . A ZM LCD J5) HEbri#E, F ND:5% LT
JF RVFN L
e W<0.03 BREA
AN N L<5.0, 0.03<W<0.05 1
W=>0.05 AR B B )
LZETN
R RV
L: K& W: %%
A LA KLIE) BE 75>10.0mm W=0.03 WA
RN 4] L<10.0, 0.03<W<0.05 24
W>0.05 M RCIRER B )
KE X WREY =gz RVFEL
LCD iR X=<2.0 Y<2.0 Z<T 2
RNIT) AN %@%
(i 7Ar) 2.0<X<3.0 2.0<Y<3.0 7<T 1
X>3 Y>3 Z<T 0
1K X<5.0 %F Y<I1.0
LCD 4745 L -
g 2 AZ B A X ITO L% AT 2
(¥ ¥-Ar) ) .
521 bonding
P/N: YX70022D ‘ Version: First Edition ‘ YX-RD-001-A Page 15 of 21
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K X WEY mEZ | R
LCD fA i X<2.0 Y<2.0 At 2
(e ¥ LENN
. 2.0<X<3.0 2.0<Y<3.0 Ait 1
)
X>3 Y>3 0
K X Y =g Z VL
LCD 145 X<7.0 Y<0.5 Z<T/2 2
(HE¥1 X<7.0 0.5<Y<0.8 Z<T 1 LEHTR
i)
AT B AN J 2 X>7.0 Y>0.8 0
LY. Y1. Z <02 H Y+Y1<0.2 i} X
KEAT
BT, ! 50
2.Ys Y1, 2>0.2 8% Y+Y1>0.2 K,
AR
i AP
Bk \ i LB R AT
LeD 241 V Qﬂ AN E LA S R |
R TG BRI B B AT 4
SPMREE | CF WG IRY I ERIZA A . SUEAA . SEATH REFRERER) LEHTR
Note;The rest of the test items according to our standards
e AR 2 3R ) AR AT

Version: First Edition

YX-RD-001-A
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Product Specification

12. RELIABILITY TEST CONDITIONS

QYR S5
NO. | Test Item Test Condition Inspection after test
FFe | SERIE Sk kA I e A
Inspection after 2~4 hours
High Temperature Storage
1 L o 80°C+2°C/48 hours storage at room
fe it A7 A 1
temperature ,the sample
shall be free from defects: £
Low T o
2| I szt hows WA, M LCD
T A7k v v OIS
e 6 2 4 I UL
High Temperature FEEE T IE, 2~4 /N
3 | Operating 70°C+2°C48 hours PA A REEAT Dy Re AN S0
Feitm R AR K K, FESARRVFALLT
Low Temperature TRFE
4 Operating -20C+2°C/48 hours 1.Air bubble in the LCD; &
V2 A )3 y
IR B AR I3 b g S
2.Sealleak; 3t H 4 i
Temperature Cycle -20C+2°C~25C~70°C+2°C*10cycles .
5 e \ 3.Non-display; /> {7~
R PRI A (30min.) (5min.) (30min.) ‘
4.missing segments; i &
5.Glass crack; 3% B il i
6.Current IDD is twice
6 Damp Proof Test 55°C+5°C *90%RH/48 hours higher than initial value.
S y ;
P {137 IDD. K T AN
Pt
I A0 B AT SRR D eI
K 2S8R, R TP AT 50U
B, 9 AR — R — K, BRI
ESD Test B>55,9 A RO —MEF . JHURH R R T
7 . . . B I b LT RE IR
P MEN J: 8KV, HE—MEIHE AT
K, wlRE T N —JE
W, WRAE, KEfEil, JFET
i AL

P/N: YX70022D

Version: First Edition
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13. PRECAUTIONS FOR USING LCD MODULES
BAMERERFHR

1. Handing precautions {# Ffl i & 25 15
1.1 The display panel is made of glas%olarizer.As glass is fragile.It tends to beconW/

chipped during handing especially on the edges.Please avoid dropping or jarring.Do not subject it

to a mechanical shock by dropping it or impact.

TR B HT B A AL, i TR NG, R T B R 2 X, 15 B L R B
B, ABENUIRARELRE

1.2 Do not apply excessive force to the display surface or the adjoining areas since this may
cause the color tone to vary.Do not touch the display with bare hands,This will stain the display
area and degraded insulation between terminals(some cosmetics are determined to the polarizer)

IR 5 5 SR R EGERIR AL, Bl shR iR, AR TRMERRE, X&KFHRIE
IR DRI FEAR o 1 Z (B e 2k e 77, (— L84 B o't 1y e 1D

1.3 The polarizer covering the display surface of the LCD module is soft and easily scratched.
Handle this polarizer carefully.Do not touch,push or rub the exposed polarizers with anything
harder than an HB pencil lead(glass,tweezers,etc)Do not put or attach anything on The display area
to avoid leaving marks on it.Condensation on the surface and contact with terminals due to cold
will damage,stain or dirty the polarizer.After products are tested at low temperature they must be
warmed up in container before coming in to contact with room temperature air.

T A R B s B T ) O P R e B S T, N0 S, I AMETRERE KT HB Y
EOHE (DR, BTAE) HRfih. RSB ERREE O R, AN SRS YRR R X DA
IR, A BEAER T A iR S R B R OGP, P AEARIR NI S, 5 IR A A e 2
FEA &N THIR -

1.4 Tools required for assembling,such as soldering irons,must be properly grounded.Make
certain the AC power source for the soldering iron does not leak.When using an electric
screwdriver to attach LCM,the screwdriver should be of ground potentiality to minimize as much
as possible any transmission of electromagnetic waves produced sparks coming from the
commutator of the motor.

A TR gk, BRSPS B I SC i, A B, IR AR E R, Rty
Festh, AT BERRAIR A B ] & AL AR R U
2. Handing precaution for LCM  #He# 1 f

2.1 LCM is easy to be damaged.Please note below and be careful for handing.

Wt TR EBRAR R Sy R, 1F iR LR IR AR
2.2 Correct handing; 1 #1F
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As above picture,Please handle with anti-static glovers around LCM edges.

B LR E R, HEERTE, JFERR%.

2.3 Incorrect handing 485 #{F

Please don't stack LCM Please don't operate with sharp stick such as pens

ANEHER R E A HAZ R RB I ARERAE, I 2ER

2.4 Input logic voltage before apply analog high voltage such as LCD driving voltage when
power on.Remove analog high voltage re logic when power off the module.Input eac%al
after the positive/negative voltage becx stable.

TEOLES, JedT@ )k, MR, WRREWE . SO, Wk, fRiiE
R, IEA A IEERAS E JE F R HIE S .

2.5 If the LCD modules have been operating for a long time showing the same display
pattens,the display patterns may remain on the screen as ghost images and a slight contrast
irregularity may also appear.A normal operating status can be regained by suspending use for some
time.It should be noted that this phenomenon does not adversely affect performance reliability.

AR SRR S s BRI 8] AR T [ — N BB R, #hin < HIUREE, o IR A,
{5 b AR — B 1] J5 AT B IR HOIRAS, I AN 2™ SRS 1 g T S

2.6 Please keep the temperature within the specified range for use and storage.Polarization
degradation,bubble generation or polarizer peel-off may occur with high temperature and high
humidity.

BB E M RTE Y N AT, &l il T e 2 1 S m ARaB A, 0L, ol v il v 46 1)

3. Storage Precautions f7fif¥: = 21
3.1 When storing the LCD modules,the following precaution are necessary.

3.2 Store them in sealed polyethylene bag.If properly sealed,there is no need for the desiccant
R QIR EARE, MR EHGY, AT EF 5.
3.3 Store them in a dark place.Do not expose to sunlight or fluorescent light,keep the
temperature between0~35C ,and keep the relative humidity between40% RH and 40 % RH.
WECORLE, 8 BRI R FDCEOCAT T, SRIFIRZAE 0~35C 28], fRIEFHIXHEEAE 40%
RH Fl 60% RH Z [f]
3.4 The polarizer surface should not come in contact with any other objects(We advise you store
them in the anti-static electricity container in which they were shipped)
i 't v 2 THIRE S 1 b LA A 5T CR WA TR T3 77 i Fi . e v
4 Transportation Precautions iz #ij¥: & 95
4.1 During shipment,pleas handle with care.The packaging bag can not be broken,step on
trap.Packing Carton layer height can not be over two meters .
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PR RERERI, AR PR, BiE, FEESE&EARBET WK,
4.2 The transportation process should pay attention to the waterproof and moisture-proof
measures.Product can not be watering.Ethylene sealed bags can not be unsealed.
B AR A KM, P ANBEMOK, 7 IR B IR AN RS

14. PACKING SPCIFICATION
A3 (370%300%150)

The top of the empty pallet
B Lih=#fH8: 1PCS

Pear pad each finished 1PCS K\N______"'E;‘..L *'-._""-..:%::_".-'3_'1'.
EERR SR M E1PCS ~ R =

Two pallets stacked cross 180 degrees
Stacked layer has 11 layer, including
the top plate
PR R A 180 |l
BHEEOAE, AENEBRITE

Outer box:1PCS
specifications: 3902901 50MM
Sh4E: 1PCS

A 390%290%150M

15. SPECIAL REMAKS
EEEH
1. The above specifications are the binding criteria for Yousee Technology’s
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outgoing quality inspection.
A b KA I O 785 ) it ot S B o
2. The customer is kindly requested to inform Yousee Technology as soon as
possible on any questions, remarks, and disagreements regarding these
specifications.
XF T RS T QAT A 1) BB AR SR ), 25 W] BEIN 1) 585 o m) HEAT &
3. Yousee is not responsible for damage to its products due to neglect of the
precautions as described in the previous chapter.
A0SR A JERURS 15 EOR AT B AE AR W i), AR ST
4. About the limited warranty unless special agreement between Yousee and
customer Yousee will replace or repair any of its products that are found to be
functionally defective when inspected in accordance with Yousee acceptance
standards for a period of one year from data of shipments.
R T ERER S 2 E AN, XPERVCONJE T A B DO RE R BREE Y, 7R TR AT TE
P RTBEAT IR B 12, TR PRI D9 A B H R — N R

P/N: YX70022D Version: First Edition YX-RD-001-A Page 21 of 21



	DISPLAY SPECIFICATION
	  极限参数 (IC)

